IntraSAW 140 MHz SAW Filter

Typical Performance

Insertion Loss = -25.3 dB Insertion Loss = -25.3 dB
T ’ % ”
S T T
1 tl
7 tal \\
I \[ I g4 I I
o 4-—-—-1--- o | [ | ‘l"}l | a
e | 3 A TR T g
é : é : ."'"‘.‘.:'\'\’M;?A‘.,'”'. ‘;:i:::"llj‘u! =
[ N N AV AR R ° 3
: FRP BN L A A Y
- TR d - bEo l it L ©
Py i
| 8 l l l l l 30
- T A S S 4
1"10 —1937 1\'.38 11‘39 1:10 1:11 1:12 14-350
Frequency, MHz Frequency, MHz
Specifications
Parameter Unit Min Typ Max Note
Center Frequency f, MHz 140
Insertion Loss at f, dB 25.3 27 Matched
1 dB Bandwidth MHz 3.75 3.85
3 dB Bandwidth MHz 4.1 4.2
40 dB Bandwidth MHz 5.75 6.1
Ultimate Rejection dB -45 -50
Passband Ripple dB 0.5 0.8 |pp
Phase Linearity degs 3 5 p-p
Group Delay Variation nsecs 40 80 |pp
Absolute Delay [sec 2.15
Substrate Material Quartz
Ambient Temperature °C 25
Package Size mm 22 x 13 DIP

Matching Configuration

L1=L2=100 nH
Q:1=Q,=30

Source/Load
Impedance=50 Q
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